QUESTIONS:
If after completely reading these instructions you have questions regarding the operation or installation of your instrument(s), please contact Auto Meter Technical Service at 815-899-0801. You may also email us at service@autometer.com. Additional information can also be found at http://www.autometer.com/tech_faq.aspx

CALIBRATION

Your Pro-Cycle tachometer is calibrated for 1 and 2 ignition pulses per revolution. If used on a 1 pulse per revolution system, cut the brown wire on the side, so that after it is cut it will be at different lengths (Fig.1). This will allow the wires to lay next to one another and not make contact (Fig.2). After the wire is cut, lay them next to the other wires, and slide the tube over them and into the grommet (Fig.3). Slide the tubing by holding the wires after the tube with one hand. Grab the tube with other hand and push apart. After tubing is in the grommet, use the supplied nylon wire tie on the exposed wires to prevent the tube from coming out of the grommet (Fig.4). If used on a 2 pulse per revolution system, the procedure is the same as 1 pulse per revolution except don’t cut the brown wire.

MOUNTING

Motorcycle Bracket 19240

1. Drill holes in tach mount to match your mounting holes on your triple tree.
2. Bolt tach mounting bracket securely in place.
3. Line up holes on tach base with holes on tach mount. Position the ¼”-20 hex head screws through mounting bracket and tach base. Tighten with the ¼”-20 acorn nuts.

In-Dash Shock Mount

1. Cut a 4½₄” hole in dash and insert adapter.
2. Use adapter as a template to mark four ½₂₄” holes on dash for mounting. Remove adapter and drill holes.
3. Mount adapter using four No. 6 screws provided.
4. Insert tachometer hook-up wires through the shock mounting to engine side of dashboard. Use rubber grommets where wires pass through firewall.
5. Peel backing from the four foam-rubber strips provided and adhere them to inside of adapter ring. Apply Pliobond adhesive (available at most hardware stores) to the strips and slide tachometer into adapter, keeping wires away from Pliobond.
6. Check tachometer mounting to be sure tachometer contacts ONLY the rubber pads. If it touches any other part of the car, vibration will be transmitted to tachometer, bypassing the shock mounting.
7. Once Pliobond has dried, tachometer can be removed easily from dash by loosening the No. 6 screws and lifting out shock mounting adapter with tachometer glued to it.

193XX Models

We recommend using mounting brackets from Cycle Performance Products. Other styles are available from Yankee Eneineuity, 50’s Boy and ART Supply. Please see individual manufacturers instructions for directions on mounting your tachometer.
**CAUTION!!!**

As a safety precaution the RED wire of this product should be fused before connecting it to the positive (+) side of the 12V DC battery. We recommend using a 1 Amp, 3AG fast-acting type cartridge fuse (Littlefuse® #312 001 or an equivalent) inline with the RED wire of our product.

**IMPORTANT NOTE**

This tach has an air core meter movement.

The tach pointer may not always rest at zero.

This is normal. When 12V power is supplied, pointer will position to the correct rpm.

---

**OPERATING MEMORY FEATURE**

Memory tachometers record the highest RPM reached during each race. Recall your RPM using dash-mounted remote memory switch. Operate switch as shown here.

**Use As Tach**

Race with the switch in “TACH” position. The tach will function as normal to monitor engine RPM.

**Recall RPM**

Switch to “RECALL” to display peak RPM. This can be done during or after a race. To clear for next race, see Erase Memory step.

**Erase Memory**

Switch to “ERASE” mode before each race. This clears previous runs from the memory. Recording will begin when switch is returned to TACH mode.

---

**SERVICE**

For service send your product to Auto Meter in a well packed shipping carton. Please include a note explaining what the problem is along with your phone number. Please specify when you need the product back. If you need it back immediately mark the outside of the box “RUSH REPAIR,” and Auto Meter will service product within two days after receiving it. ($10.00 charge will be added to the cost of “RUSH REPAIR.”) If you are sending product back for warranty adjustment, you must include a copy (or original) of your sales receipt from the place of purchase.

**12 MONTH LIMITED WARRANTY**

Auto Meter Products, Inc. warrants to the consumer that this product will be free from defects in material and workmanship for a period of twelve (12) months from date of the original purchase. Products that fail within this 12 month warranty period will be repaired or replaced at Auto Meter’s option to the consumer, when it is determined by Auto Meter Products, Inc. that the product failed due to defects in material or workmanship. This warranty is limited to the repair or replacement of parts in the Auto Meter instruments. In no event shall this warranty exceed the original purchase price of the Auto Meter instruments nor shall Auto Meter Products, Inc. be responsible for special, incidental or consequential damages or costs incurred due to the failure of this product. Warranty claims to Auto Meter must be transportation prepaid and accompanied with dated proof of purchase. This warranty applies only to the original purchaser of product and is non-transferable. All implied warranties shall be limited in duration to the said 12 month warranty period. Breaking the instrument seal, improper use or installation, accident, water damage, abuse, unauthorized repairs or alterations voids this warranty. Auto Meter Products, Inc. disclaims any liability for consequential damages due to breach of any written or implied warranty on all products manufactured by Auto Meter.

**FOR SERVICE SEND TO:** AUTO METER PRODUCTS, INC. 413 W. Elm St., Sycamore, IL 60178 (815) 899-0801

© 2006 Auto Meter Products, Inc. 2650-1141 3/06

The “Super Bezel” is a registered trademark of Auto Meter Products, Inc.