AIR SOLENOID WIRING

- Tie one wire from each solenoid together and wire to throttle stop controller.
- Tie one wire from each solenoid together and wire to a solid chassis ground.

1/4" Quick Disconnect Outlet
1/4" Air Inlet
3/16" Quick Disconnect Outlet

Exhaust Port

AIR SOLENOID PLUMBING

From Air Bottle Regulator

60 to 80 psi line pressure

Dual acting air cylinder

LIMITED 1 YEAR WARRANTY

Dedenbear Products components are warranted directly by Dedenbear Products against defective materials or workmanship under normal use and service for a period of one (1) year after purchase. Dedenbear Products will repair or replace the defective unit, at Dedenbear Products option, free of charge. This warranty does not cover any damage to the component caused by abuse, mishandling, alteration, accident, electrical current fluctuations, failure to follow installation/operating instructions, maintenance, storage and environmental conditions, acts of God, or repair attempts made by anyone other than Dedenbear Products Authorized Service facility.

DENEBEAR PRODUCTS SHALL NOT BE LIABLE FOR INJURY, CONSEQUENTIAL, OR OTHER TYPE DAMAGES RESULTING FROM THE USE OF ITS PRODUCTS, OTHER THAN THE LIABILITY STATED ABOVE. This warranty is in lieu of all other warranties of merchantability or fitness for use. This warranty gives you specific legal rights, and you may also have other rights which vary from state to state.